
TECHNICAL  DATA:

0.95  m  (h)

0.56  m  (hic)

0.32  x  1.47m

Dimensional  difference  tolerance  3%

The  above  offer  is  for  illustration  purposes  only.  Colors  may  change.

1176-6:2019

Polyester  varnish, 
HDPE

DESIGN:

A:  Concrete  foundation 
B:  Chemical  anchor  in
concrete  foundation

Pipes  and  profiles  

of  different  diameters

Zinc  primer,SECURING OF 
THE CONSTRUCTION:

FOUNDATION:

FINISH:

powder  coating

1176-1:2017

Bouncing Integration

SPRING ROCKERS

SIMBA  Group  sp.  z  o.  o .  ul.  Zimna  15,  20-204  Lublin,  tel.  733  601  601,  www.simba.pl

PN-EN

PRODUCT  TECHNICAL  DATA  SHEETBJ/050
CATALOG  CODE:

Device  compliant  with  the  standard:  PN-EN  1176-1:2017,  PN-EN  1176-6:2019

7.53  m2

2  children1+  years 2  hrs



361  

147

HDPE  PLATE PLASTICMETAL

SPRING ROCKERS

SIMBA  Group  sp.  z  o.  o .  ul.  Zimna  15,  20-204  Lublin,  tel.  733  601  601,  www.simba.pl

95

32
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COMPONENTS:

COM

LINE  MATERIAL  SPECIFICATION

1176-1:2017  
1176-6:2019

PN-EN

PRODUCT  TECHNICAL  DATA  SHEETBJ/050
CATALOG  CODE:

147  

361

-Steel  spring  with  foundation

-  Body  made  of  HDPE  board
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